
HAWK800 Sysex Dump Patch Data Format

Below is a table that provides detail of the format of the patch data
in HAWK800 sysex dump patch data messages. The table below only 
details the patch data in byte format as it is stored in the HAWK800
memory. In a Sysex patch dump, each patch data byte is sent as two 
MIDI data bytes that each contain nibble values (high and low). Two 
MIDI data bytes are required to form one patch data byte. See the 
MIDI implementation chart for the format of the entire sysex message 
and the endian format of the nibbles.

If you send MIDI data values that exceed the maximum value for a 
parameter then any parameter that has a value that has exceeded the 
maximum will be set to half of the maximum for that specific 
parameter.

Byte Parameter
bank and #

Max Parameter Description

1 P111 2 DCO1 Octave 

2 P112 1 DCO1 waveform

3 P113 15 DCO1 harmonics

4 P114 12 DCO1 harmonic modulation waveform

5 P115 3 DCO1 harmonic modulation source

6 P116 15 DCO1 harmonic modulation depth

7 P117 31 DCO1 Level

8 P118 1 DCO mode single or double

9 P121 2 DCO2 Octave 

10 P122 1 DCO2 waveform

11 P123 15 DCO2 harmonics

12 P124 12 DCO2 harmonic modulation waveform

13 P125 3 DCO2 harmonic modulation source

14 P126 15 DCO2 harmonic modulation depth

15 P127 31 DCO2 Level

16 P128 0 Not used

17 P131 12 Interval 

18 P132 3 Detune

19 P133 15 Noise 

20 P134 99 Delay Time

21 P135 15 Delay Feedback

22 P136 31 Delay Modulation Frequency

23 P137 31 Delay Modulation Intensity

24 P138 15 Delay Effect Level

25 P141 99 VCF cut off 

26 P142 2 VCF Keyboard Track
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27 P143 1 EG3 VCF Polarity

28 P144 15 EG3 VCF cutoff influence

29 P145 1 EG3 trigger

30 P146 12 EQ Treble

31 P147 12 EQ Bass

32 P148 1 Chorus

33 P151 31 EG1 Attack 

34 P152 31 EG1 Decay

35 P153 31 EG1 Break Point

36 P154 31 EG1 Slope

37 P155 31 EG1 Sustain

38 P156 31 EG1 Release

39 P157 0 Not used

40 P158 0 Not used

41 P161 31 EG2 Attack 

42 P162 31 EG2 Decay

43 P163 31 EG2 Break Point

44 P164 31 EG2 Slope

45 P165 31 EG2 Sustain

46 P166 31 EG2 Release

47 P167 0 Not used

48 P168 0 Not used

49 P171 31 EG3 Attack 

50 P172 31 EG3 Decay

51 P173 31 EG3 Break Point

52 P174 31 EG3 Slope

53 P175 31 EG3 Sustain

54 P176 31 EG3 Release

55 P177 0 Not used

56 P178 0 Not used

57 P181 4 Velocity operator 1 intensity 

58 P182 1 Velocity operator 1 invert 

59 P183 11 Velocity operator 1 target 

60 P184 4 Velocity operator 2 intensity

61 P185 1 Velocity operator 2 invert 

62 P186 11 Velocity operator 2 target 

63 P187 6 VCF velocity sensitive intensity

64 P188 5 VCF velocity sensitive response shape

65 P211 15 LFO1 frequency 

66 P212 15 LFO1 delay 

67 P213 1 LFO1 free running 

68 P214 1 LFO1 delay type 

69 P215 62 LFO1 square wave PWM ratio 
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70 P216 12 LFO3 waveform select 

71 P217 15 LFO3 modulation depth of SLFO1 

72 P218 3 LFO1 start phase degrees

73 P221 15 LFO2 frequency 

74 P222 15 LFO2 delay 

75 P223 1 LFO2 free running 

76 P224 1 LFO2 delay type 

77 P225 62 LFO2 square wave PWM ratio 

78 P226 12 LFO3 waveform select 

79 P227 15 LFO3 modulation depth of SLFO2 

80 P228 63 LFO2 clock select

81 P231 12 DCO MG 1st modulator waveform 

82 P232 31 DCO MG 1st modulator source 

83 P233 15 DCO MG 1st modulator depth 

84 P234 0 Not used 

85 P235 1 DCO MG EG invert 

86 P236 15 DCO MG EG depth 

87 P237 0 Not used 

88 P238 2 DCO MG mode 

89 P241 12 VCF MG 1st modulator waveform 

90 P242 3 VCF MG 1st modulator source 

91 P243 15 VCF MG 1st modulator depth 

92 P244 12 VCF MG 2nd modulator waveform 

93 P245 3 VCF MG 2nd modulator source 

94 P246 15 VCF MG 2nd modulator depth 

95 P247 0 Not used 

96 P248 1 12/24db filter cutoff select 

97 P251 99 Resonance set point 

98 P252 12 Resonance MG waveform 

99 P253 3 Resonance MG source 

100 P254 15 Resonance MG depth 

101 P255 0 Not used 

102 P256 15 Resonance EG depth 

103 P257 1 Resonance EG invert 

104 P258 1 Resonance mode 

105 P261 99 FM800 set point 

106 P262 12 FM800 MG waveform 

107 P263 3 FM800 MG source 

108 P264 15 FM800 MG depth 

109 P265 0 Not used 

110 P266 15 FM800 EG depth 

111 P267 1 FM800 EG invert 

112 P268 2 Noise mode 
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113 P271 15 SLFO3 frequency 

114 P272 62 SLFO3 square wave PWM ratio 

115 P273 1 SLFO3 free running 

116 P274 99 Sequencer clock random sample and hold increment 

117 P275 15 SLFO4 frequency 

118 P276 62 SLFO4 square wave PWM ratio 

119 P277 1 SLFO4 free running 

120 P278 3 SLFO4 start phase degrees

121 P281 2 DCO1 tremolo off, LFO1/2 select 

122 P282 15 DCO1 tremolo depth 

123 P283 2 DCO2 tremolo off, LFO1/2 select 

124 P284 15 DCO2 tremolo depth 

125 P285 63 Bend depth

126 P286 63 Portamento slide rate 

127 P287 31 Sustain decay and release EG offset

128 P288 3 Operating Poly Mode
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